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CHAIN SLING COMPONENTS 
HERC-ALLOY 800® (GRADE 80) 

CHAIN & RIGGING ATTACHMENTS
PHONE: 800.888.0985 

CHAIN SLING 
COM

PONENTS

Trade Size
(in.)

Working 
Load Limit

(lbs.)
Product 

Code

Nominal Dimensions  
(in.)

Weight
(lbs.)

Type and Size of  
Grade 80 Chain Sling  

(in.)

Material 
Diameter

A

Inside
Length

B

Inside
Width

C
Single Double

Standard Sizes (DUAL RATED THROUGH 1-3/4" SIZE ONLY)
13/32  5,400 555231 0.41 3.00 1.50 0.33 7/32 & 9/32 7/32 

1/2  8,600 555232 0.56 5.00 2.50 1.02 3/8 9/32 
3/4  17,600 555235 0.75 5.50 2.75 2.08 1/2 3/8 
1  30,000 555238 1.00 7.00 3.50 4.59 5/8 & 3/4 1/2 

1-1/4  45,200 555240 1.25 8.75 4.38 9.31 7/8 5/8 
1-1/2  70,600 555243 1.50 10.50 5.25 15.60 1 3/4 & 7/8
1-3/4  105,900 555246 1.75 12.00 6.00 24.40 1-1/4 1

2* 88,900 554949 2.00 14.00 7.00 38.00 1-1/4 1 
2-1/4* 125,200 554951 2.25 16.00 8.00 55.00 – 1-1/4 

Special Sizes (NOT DUAL RATED)
1 18,200 554969 1.00 8.00 4.00 5.25

N/A N/A

1-1/4 22,800 554942 1.25 12.00 6.00 12.08
1-1/2 36,700 554944 1.50 14.00 7.00 20.16
1-1/2 42,900 554970 1.50 12.00 6.00 17.60
1-3/4 57,100 554945 1.75 14.00 7.00 27.92

2 77,800 554952 2.00 16.00 8.00 43.00

A

B

C

  Accepts both Herc-Alloy® 800 & 1000 chain and components
  Durable orange powder coated finish
  May be used for mechanical and welded sling assemblies
  100% proof tested
  4:1 design factor

BENEFITS & FEATURES

WORKING LOAD LIMIT: 5,400 TO 187,800 LBS.

MASTER LINK DUAL RATED FOR USE WITH HA800 OR HA1000

NOTE: Standard sizes dual rated through 1-3/4" only. Special sizes not dual rated.

HERC-ALLOY 800
®

120º

Can be used with included 
angles up to 120°


